
 

 Page 1 / 2 

 
Ref. DC12 

20/03/20 
 

 
 

 

w w w . f u l l o c e a n s . c o m  
info@fulloceans.com  |  Telephone: +33 (0)413 682 288 

Head office: 171 bis, chemin de la Madrague Ville  F-13002 Marseille - France 
Manufacturing and warehouse facilities: Zone Industrielle Jean Malèze  25, rue Lavoisier  F-47240 Bon-Encontre - France 

 

FLC1500 Special Mark Buoy 

Documentation Technique / Technical Documentation 

 

 

 
 



 

 Page 2 / 2 

 
Ref. DC12 

20/03/20 
 

 
 

 

w w w . f u l l o c e a n s . c o m  
info@fulloceans.com  |  Telephone: +33 (0)413 682 288 

Head office: 171 bis, chemin de la Madrague Ville  F-13002 Marseille - France 
Manufacturing and warehouse facilities: Zone Industrielle Jean Malèze  25, rue Lavoisier  F-47240 Bon-Encontre - France 

 

Technical data 

Diameter 1500 mm 
Height (no topmark) 1925 mm 
Volume 987 l 
Draught 355 mm 
Freeboard 520 mm 
Mast 1050 mm 
Weight with ballasts 208 kg 
Submergence 17 kg/cm 
Visible area From 1.3 m² (according to topmark configuration) 
Focal plane From 1298 mm 

 

Materials 

Structure, Lifting and 
Mooring Points 

S235 galvanized steel (SS316 option available) 

Float and mast: UV-stabilized Polyethylene high density. Rotational moulding 
Foam Polyurethane 40 kg/m³ 
Colors Pigments matching IALA specifications directly integrated into the 

polyethylene during rotational moulding for no painting ever. 
Ballasts Cast Iron. Removable 
Topmark Aluminium 5083/5086 marine grade 
Radar Reflector Aluminium 5083/5086 marine grade 
Eco friendly Recyclable polyethylene. Heavy metal free. No ecological damages 

 


